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Uberblick

Excellent Anti-PID performance guarantee via optimized mass-production
process and materials control. The parameters are subject to the actual
situation, and the final interpretationright belongs to the company High salt
mist and ammonia resistance. See the table below for available information
we have about Jinko Solar Co Ltd JKM445N-54HL4R-BDV solar panels. N-type
modules with Tunnel Oxide Passivating Contacts (TOPcon) technology offer
lower LID/LeTID degradation and better low light performance.
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Jinkosolar 445w parameter

JKM445N-54HL4R-BDV 445W Solar
Panel Information

See the table below for available information we
have about Jinko Solar Co Ltd JKM445N-54HL4R-
BDV solar panels. We do our best to provide

information such as the JKM445N-54HL4R-BDV
panel

Solar

JKM425-445N-54HL4R-B-F8-EU-DE

Elektrische Leistung Leistungs-Spannungs- ‘
Kurven (54HL4R-B 445W) Spannung (V) Strom- .
Spannungs-Kurven (54HL4R-B 445W) Spannung
(V) 2024 Jinko Solar Co., Ltd. Alle Rechte
vorbehalten.

JKM445N-54HL4R-BDB-F2-0C Tiger-
Neo 445W Solar Panel

JKM445N-54HL4R-BDB-F2-OC Tiger-Neo Solar
Panel Product Information - (445W) by Jinko Solar
Co Ltd including datasheet and warranty
information where available.

JKM425-445N-54HL4R-B-F8-EU-DE

Hohe Salznebel- und Ammoniak-Bestandigkeit.
Mehr Modulleistung und Zuverlassigkeit dank

verbesserter Lichtabsorption und verbesserten
Stromtransport. N-Typ-Module mit der HOT 2.0
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JKM430-455N-54HL4R-B-F8-EN

High salt mist and ammonia resistance. Better
light trapping and current collection to improve
module power output and reliability. N-type

modules with JinkoSolar's HOT 3.0 technology
offer better

Kontaktieren Sie uns
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JKM425-445N-54HL4R-(V)-D1-EN

Certified to withstand: wind load (4000 Pascal)
and snow load (6000 Pascal). *This tolerance
range applies only to the four-angle distance of

the module as indicated above. ©2022 Jinko
Solar Co., Ltd.

Fur Kataloganfragen, Preisinformationen oder Partnerschaftsanfragen besuchen Sie

bitte:
https://jee-lee.ch
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