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Überblick

Mida Solar - Next generation of solar pumping inverter | Nastec - we move it
faster IT EN ES FR DE TH Company About us Certifications Products Products
for grid Accessories Solar energy products Accessories Tools Nastec Service
REMO Nastec Solar Calculator Nastec NOW – iOS Nastec NOW – android. 1kW,
1~ 230V) is ideal for water booster sets, HVAC systems with circulating pumps
and control of submersible pumps. Installation on humid and dusty
environments made possible by IP66 (NEMA 4X) protection degree. Usable in
constant pressure, differential pressure, Fixed speed, Flow and temperature
control. 5 kW; Power supply voltage: 1~230V, 50 or 60 Hz and 3~400V, 50 or
60 Hz (depending on model) Output voltage: 3~230V, 50 or 60 Hz; and
3~400V, 50 or 60 Hz (depending on model) Max. operating temperature: 40
ºC; Protection rating IP55 Digital outputs: NO or NC; Analog input:.
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NEXT GENERATION OF SOLAR
PUMPING INVERTER 

MIDA Solar can be used with any type of
traditional AC pump, thereby offering maximum
flexibility in several areas of application. When
using surface pumps, MIDA Solar can be used for
an irrigation 

  

Variable Speed Drive for
Submersible Pumps 

Variable Speed Drive for Submersible Pumps
MIDA Sub, The Inverter for Submersible Pumps.
4PWP It ensures: MIDA Sub can be installed to
wall or, if required, on motor terminal box.

  

Installation and use manual MIDA 

energy and cost savings simplified installation
and an overall lower pumping system cost longer
life of the pumping system and relevant
components improved reliability MIDA, when
connected to any 

  

Nastec MIDA Motor On-Board
Inverter 

Motor on-board installation MIDA can be installed
directly on motor terminal box, after verification
of coupling size. The on-board motor installation
is possible with both horizontal and vertical axis 
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Nastec MIDA 205-0110 1,1 kW 5A
3x230V out 

o Installation on humid and dusty environment
made possible by IP66 (NEMA 4X) protection
degree. o High thermal and mechanical
performance thanks to aluminium case and
independent ventilation.

  

NASTEC Nastec Mida direct pump
inverter MIDA 406 

MIDA drives are a next generation of on-board
motor inverters. Mounted directly to vertical or
horizontal motor terminal plate, allowing direct
control of the units via 

  

NasTec-Mida-Solar-Pumping-
Inverter-Lenntech

When using surface pumps, MIDA Solar can be
used for an irrigation system drawing wa-ter
from a nearby water supply, or powering a pool
pump at no cost. When using submersible pu-
mps, MIDA 
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NASTEC MIDA 207 Installation And
Use Manual , Manualzz

Download the comprehensive NASTEC MIDA 207
Installation And Use Manual (28 pages) for
detailed instructions on installation, use,
programming, and troubleshooting. This manual
covers a wide range 

  

MIDA Solar 2025 

MIDA Solar, in MP (MultiPower) version, can be
powered in DC by solar panels or in AC by
network or generator to ensure the functioning of
the pump at any hour of the day. This controls
the peaks of 

  

Next generation of motor on-board
inverter 

Unmatched user experience Thanks to Nastec
NOW App it's possible to communicate with all
Nastec devices Bluetooth® SMART in order to:
Monitor multiple operating parameters
simultaneously on the 

Kontaktieren Sie uns

Für Kataloganfragen, Preisinformationen oder Partnerschaftsanfragen besuchen Sie
bitte:
https://jee-lee.ch
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