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Inversor 220v Solis Monofásico 6kw
- Solarman

Descrição S6-GR1P6K-S WIFI Dados Técnicos do
Inversor: Entrada CC Potência máxima de
entrada: 10.2 kW Tensão máx. de entrada: 550 V
Tensão nominal: 330 V Tensão de partida: 100 V
Intervalo 

  

Registro de Inversor SOLIS
S6-GR1P5K-S , PDF

Portaria Inmetro Nome de Família nº (número)
140 de 21/03/2022 Inverso on-grid monofasico -
220V Certificado Não aplicável Pesquisar
histórico de alterações 

  

Solis S6-GR1P6K-DC Inverter Dual
MPPT 6kW Single Phase

The Solis S6-GR1P6K-DC is a 6kW single phase
inverter with a dual MPPT design and precise
MPPT algorithm. Designed for residential PV
plants, the inverter has a maximum input current
per string of 

  

Inversor Solar Monofásico Solis 6kW
220V 2 MPPT S6 

Inversor Solar Monofásico Solis 6kW 220V 2
MPPT S6-GR1P6K-S WiFi Código: 387097 Marca:
SOLIS Descrição: Fundada em 2005 e presente
em mais de 80 
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Solis_Manual_S6-GR1P(2.5-6)K_FN_M
EX_V1.0(20211007).cdr

When you receive the inverter, please ensure
that all the parts listed below are included: could
suitable for smart grid requirement. This manual
covers the S6 Single Phase Inverter model 

  

S6-GR1P(2.5-6)K 

Proteção contra inversão de polaridade CC
Proteção contra curto-circuito Proteção de
sobrecorrente de saída Proteção contra
sobretensão Monitoramento de rede Proteção de
ilhamento Proteção de 

  

S6-GR1P (2.5-6)K-S PV string
inverter_ Residential 

S6-GR1P (2.5-6)K-S series inverter is designed for
residential PV plants. The maximum input
current per string is 14A, which is compatible
with high-efficiency 
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Solis_Manual_S6-GR1P(2.5-6)K_FN_M
EX_V1.0(20211007).cdr

The Solis S6 Single Phase Inverter main menu
provides access to operational data and
information. The information is displayed by
selecting "Information" from the menu and then
by 

  

Inversores 2.5-6kW monofásicos 

Os inversores da S6-GR1P (2.5-6)K foram
projetados para instalações FV residenciais. A
corrente de entrada máxima por string é 14A,
compatível com módulos de 

  

S6-GR1P (2-3)K-M_Inversores Solis
Mini

Os inversores da série S6-GR1P (2-3)K-M foram
projetados para instalações FV residenciais. A
corrente de entrada máxima por string é 14A,
compatível com módulos de alta eficiência e
módulos 

  

Registro 003083/2020 , Avaliação da
Conformidade 

Programa de Avaliação da Conformidade
Sistemas e equipamentos para energia
fotovoltaica (módulo, controlador de carga,
inversor e bateria) Portaria Inmetro nº 4 de
04/01/2011 
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Compliance Document 

Grid-Tied Inverter This Compliance document
confirms the compliance with the listed
standards o. a voluntary basis. It refers only to
the sample submitted for testing and certification
and does not certify 

  

Solis_Manual_S6-GR1P(2.5-6)K_FN_E
UR_V1.3(20240227)

The Solis S6 Single Phase Inverter main menu
provides access to operational data and
information. The information is displayed by
selecting "Information" from the menu and then
by scrolling up or down.

  

Registro 010392/2023 , Avaliação da
Conformidade

Programa de Avaliação da Conformidade
Sistemas e equipamentos para energia
fotovoltaica (módulo, controlador de carga,
inversor e bateria) Portaria Inmetro nº 140 de
21/03/2022 

  

Solis Manual S6-GR1P(2.5-6)K-S FN
EUR V1.1(20240429)

Solis S6 Single Phase Inverter does not require
any regular maintenance. However, cleaning the
dust on heat-sink will help the inverter to
dissipate the heat and increase its life time.
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Kontaktieren Sie uns

Für Kataloganfragen, Preisinformationen oder Partnerschaftsanfragen besuchen Sie
bitte:
https://jee-lee.ch
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