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Überblick

This document describes the SmartACU2000D smart array controller (SACU for
short), which is an outdoor cabinet, in terms of its installation, electrical
connections, commissioning, and maintenance. ) The SACU communicates
with devices in a PV array over RS485, MBUS, or Ethernet. Before installing
and operating an SACU, read this manual carefully to get familiar with the.
Small design A/C control unit, perfect for narrow areas Customisation for
button texts, software and company logo upon request Internal & external
temperature display option Led backlight Operates with st802 sensor
Application Area

In a solar PV plant, the SCADA architecture includes: One or more master
stations or Master Terminal Units (MTUs), which operators use to monitor the
plant and interact with remote devices through a Human Machine Interface
(HMI).
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Sacu-panel in solar

  

Installation Guide (with Built-In
SACU) 

The three-swing door of the 9 MW STS allows you
to maintain LV PANEL C with power on. When the
left and right doors are closed and the middle
door is opened separately, the LV panel works
properly.

  

User Manual (with No PID Module) 

When the SACU communicates with solar
inverters over MBUS, log in to the embedded
WebUI of the SmartLogger3000, choose
Monitoring > MBUS > Networking Settings, and
set Networking to Enable 

  

SmartACU2000D Smart Array
Controller User Manual (With No
PID 

The SACU communicates with devices in a PV
array over RS485, MBUS, or Ethernet. When the
SACU communicates with solar inverters over
MBUS, log in to the embedded WebUI of the

  

Working Principles 

The PID module factory-installed in the SACU can
change the voltage between the neutral point on
the AC side and the ground to change the
voltage between the positive or negative
electrode of PV 
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SmartACU2000D Smart Array
Controller Quick Guide (with PID 

When the smart array controller communicates
with the solar inverter over MBUS, log in to the
embedded WebUI of the SmartLogger3000,
choose User Manual Monitoring > MBUS > 

  

User Manual (with No PID Module) 

Before installing and operating an SACU, closely
read this manual to get familiar with the
functions and features of the device as well as
the precautions. Figures used in this document
are for reference only.

  

SmartACU2000D Smart Array
Controller User Manual (Dual Opto 

Purpose This document describes the
installation, electrical connections, and
maintenance of the outdoor cabinet
SmartACU2000D Smart Array Controller (also
referred to as SACU). Before 
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User Manual (With PID Modules) 

This document describes the SmartACU2000D
Smart Array Controller (SACU for short), which is
an outdoor cabinet, in terms of its installation,
electrical connections, commissioning, and
maintenance.

  

Product Introduction 

Product Introduction Functions The SACU is an
outdoor cabinet that houses devices such as the
SmartLogger3000 (also referred to as the
SmartLogger) and opto-electronic Ethernet
switches. The 

  

Installation Guide 

When operating the control panel of the ring
main unit, ensure that you stand on an insulated
stool or ladder. When the transformer is running
with power on, do not operate the no-load
voltage regulating 

Kontaktieren Sie uns

Für Kataloganfragen, Preisinformationen oder Partnerschaftsanfragen besuchen Sie
bitte:
https://jee-lee.ch
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