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Überblick

The KE2100 is a handheld, compact time domain reflectometer for locating
faults on all kind of circuit, twisted pair, CATV and power lines without service.
It has a small minimum resolution and a up to 15 km maximum range
depending on the selected cable type (-90 dB). The GMC-I Meter / Time
Domain Reflectometer KE2100 is a precision instrument designed for accurate
cable testing and fault location. Ideal for professionals working in
telecommunications, networking, and electrical maintenance, this TDR device
offers fast and reliable detection of cable faults.
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KE3600 

The KE2100 is a handheld, compact time domain
reflectometer for locating faults on all kind of
circuit, twisted pair, CATV and power lines
without service. It has a small minimum
resolution and a up to 15 

  

KE2100 Time Domain Reflectometer 

It has a low minimum resolution and a maximum
range of up to 16 km, depending on the cable
type selected (-90 dB). Multiple output
impedances are available in an automatic setup
and the selectable 

  

Ramirez DATA WebShop , KE2100

Das KE2100 ist für den Anwender intuitiv zu
bedienen. Eine AUTO-Auswahloption stellt sicher,
dass die effektivsten Parameter wie Impedanz
und Länge abhängig vom gewünschtenBereich
ausgewählt 

  

KE2100 Time Domain Reflectometer 

The KE2100 is a compact and handy TDR for
fault location on all types of lines, two-wire lines,
coax cables and power lines without service. It
has a high measurement resolution and a
maximum range 
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Wire solar power generation
efficiency tester ke2100

The conversion efficiency of a photovoltaic (PV)
cell, or solar cell, is the percentage of the solar
energy shining on a PV device that is converted
into usable electricity.

  

Application Note Measuring
Photovoltaic Cell I-V eS iesr  

Introduction are used for terrestrial power
generation, as well as commercial, military, and
research space power applications. PV cell
characterization involves meas uring the cell's e
ectrical 

  

KE2100 Time Domain Reflectometer 

KE2100 Time Domain Reflectometer The KE2100
is a compact and handy TDR for fault location on
all types of lines, two-wire lines, coax cables and
power lines without service. It has a high 
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Zendure , The Global Pioneer of
Plug-in Home Energy Management
System

Making green energy accessible for everyone.
Zendure's highly efficient plug-in solar batteries
make it easy to save electricity and protect 

  

KE2100 Universal cable fault finder /
TDR / 14km / Bluetooth

KE2100 Universal cable fault finder / TDR / 14km
/ Bluetooth. TESTERS AND MEASURING
EQUIPMENT > DATA AND FO TESTERS > KURTH
ELECTRONIC > CABLE FAULT METERS

  

Operating Manual KE2100 

Usage The KE2100 is a handy and compact Time
Domain Reflectometer for fault location for all
types of cables without service, such as twin
wires, coax and power lines. It has a very short
minimum 

  

Innovative TDR with easy operation,
fault location up to 14 km

KE2100 Time Domain Reflectometer The KE2100
is a compact and handy TDR for fault location on
all types of lines, two-wire lines, coax cables and
power lines without service. It has a high 

  

Powered by SWISS SOLAR Pro.



Page 6/7

Bedienungsanleitung KE2100 

Anwendung Der KE2100 ist ein handlicher und
kompakter Time Domain Reflektometer für die
Lokalisierung von Fehler für allen Arten von
Kabel ohne Service wie z.B. Doppeladern, Koax
und 

  

KURTH ELECTRONIC KE2100
Bedienungsanleitung 

Seite 2 Anwendung Der KE2100 ist ein
handlicher und kompakter Time Domain
Reflektometer für die Lokalisierung von Fehler
für allen Arten von Kabel ohne Service wie z.B.
Doppeladern, Koax und 

  

Easy TDR localisation of cable faults
with the KE2100 Time  

The KE2100 Time Domain Reflectometer is a
compact and handy cable fault locator with
symmetrical search signal, perfectly suited for
locating faults in all types of cables without
service, such as  

  

Bedienungsanleitung KE2100 

erfolgreichen Testaufbau. Der Tester bietet eine
einfac so eine schnelle Diagnose. Mit dem klar
bedienbaren Cursor ist eine schnelle
Entfernungsermittlung möglich, diese wird
zusätzlich durch 
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KE2100 Kurth Electronic 

Andere Produkte von dieser Kategorie ansehen:
Tester für Computer- und Telefonnetze Kurth
Electronic * Alle Preise verstehen sich zzgl. MwSt
und Transportkosten, die bei der Bestellung
zusätzlich 

  

GMC-I Meter / Time Domain
Reflectometer KE2100 - Accurate
Cable 

The GMC-I Meter / Time Domain Reflectometer
KE2100 delivers precise and efficient cable
testing solutions for professionals in various
industries. Using advanced TDR technology, it
quickly identifies 

Kontaktieren Sie uns

Für Kataloganfragen, Preisinformationen oder Partnerschaftsanfragen besuchen Sie
bitte:
https://jee-lee.ch
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